
  
 

Setting sustainable standards

Rainwater harvesting..storm and floodwater management..ecogrid product range



Rainwater harvesting is as 
easy as child‘s play
GARANTIA products include everything 
you need for professional rainwater 
harvesting. They are thought-out right 
down to the smallest detail and are 
ideal for do-it-yourself installation.
•   Garantia rainwater harvesting sys -

tems only have one tank covering. 
ter technology is integrated in 

the tank.
•   The telescopic dome shaft can be te -

lescoped and tilted in a continuously 
variable manner. It can be optimally 
adapted to the surface of the terrain.

 
Please bear in mind
You do not have to notify or seek 
approval from any cial bodies that 
you are using a rainwater harvesting 
system to irrigate your garden. But you 
must notify your water supplier and the 
health authorities if you have a system 
which is also used for building services 
(washing mac ushing toilets).

 
Take some serious savings
Up to 50 % of your daily water needs 
can be replaced by rainwater. Using a 
rainwater harvesting system therefore 
allows your household to make some 
serious savings.

nvestment – save up to 50%  
in mains water costs!

What you need mains 
water for:

What you can replace with  
rainwater:Miscellaneous: 9 litres

Cooking / drinking: 6 litres

Personal hygiene: 6 litres

Washing the dishes: 10 litres

Bathing/showering: 50 litres

Flushing the toilet: 50 litres

Doing the laundry: 20 litres

Watering the garden: 14 litres

Car washing: 6 litres 

  Mains water cannot be replaced
  Can be replaced by rainwater
  Miscellaneous
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Cleaning stage 3
Ov ow siphon
Dirt particles that are lighter than 
water (e.g. pollen) settle on the 
surface of the water, forming a 
layer of oating particles, which 
regularly ow out through the 
ov ow siphon. The siphon also 
acts as an odour trap to drain the 
system.

Cleaning stage 2
Steady ow

est dirt particles settle 
at the bottom of the tank as 
sediment. tered water is 
introduced through an inlet pot 
in the tank base. This perma -
nently prevents the sediment 
being stirred up.

Cleaning stage 1
Filter system
The integrat ter technology 
reliably removes dirt parti -
cles from the incoming water. 

rs a range of ter 
systems to suit your application.

Cleaning stage 4
Floating extraction setup
The rainwater harvesting 
system uses oating 
extraction setup to draw the 
rainwater approx. 10 cm below 
the surface of the water, which 
is where the best water quality 
is found.

No separat ter shaft necessary 
thanks to integrat ter 
technology. Assembly is 

simple, fast and requires 
no tools.

Find the right tank size with ease and at speed

sqm 100 sqm 200 sqm 300 sqm 500 sqm 700 sqm

0 2,650 litres /  
700 US gallons

2,650 litres /  
700 US gallons

2,650 litres /  
700 US gallons

2,650 litres /  
700 US gallons

3,700 litres /  
1,000 US gallons

2 2,650 litres /  
700 US gallons

2,650 litres /  
700 US gallons

3,700 litres /  
1,000 US gallons

3,700 litres /  
1,000 US gallons

4,500 litres /  
1,180 US gallons

6,500 litres /  
1,700 US gallons

4 4,500 litres /  
1,180 US gallons

4,500 litres /  
1,180 US gallons

9,000 litres /  
1,700 US gallons

6,500 litres /  
1,700 US gallons

7,400 litres /  
2,370 US gallons

7,400 litres /  
1,950 US gallons

6 6,500 litres /  
1,700 US gallons

7,400 litres /  
1,950 US gallons

7,400 litres /  
1,950 US gallons

9,000 litres /  
2,370 US gallons

9,000 litres /  
2,370 US gallons

9,000 litres /  
2,370 US gallons

8 9,000 litres /  
2,370 US gallons

9,000 litres /  
2,370 US gallons

9,000 litres /  
2,370 US gallons

13,000 litres /  
3,400 US gallons

13,000 litres /  
3,400 US gallons

13,000 litres /  
3,400 US gallons

Irrigating the garden

U
se

 in
 th

e 
ho

us
e 

Number 
of people

Size of
garden

Outstanding water quality, thanks to the four stage cleaning process

Code for sustainable homes : up to 7.5 points are available for reductions in internal water consumption



Garden-Jet complete package
With tank covering for pedestrian loading

B

•   The low-cost starter solution for rain -
water harvesting in the garden

•   With the mobile Garden-Jet pump
•   Water can be extracted with ease

 
Scope of supply
1   Cristall or Columbus underground tank  

(page 8/9)
2   Cristall or Columbus telescopic dome 

shaft
3   Child-proof PE cover with double walls
4   Filter basket for hanging in the tank  

(page 11)
5    Self-priming Garden-Jet pump  

(page 12)
6    Perfecta water connection box incl. 

2-way valve for standard hose coupling  
(page 17)

7   Suction kit with 10 m suction hose and 
non-return valve

Simp iagram

Cristall Complete package
Garden-Jet 1600 litres

Cristall Complete package
Garden-Jet 2650 litres

Columbus Complete package
Garden-Jet 4500 litres

Columbus Complete package
Garden-Jet 3700 litres

Columbus Complete package
Garden-Jet 6500 litres

Columbus Complete package*
Garden-Jet 9000 litres Set

Can be combined w ration kit  (page 18) 

*Kit consists of 2 Columbus 4500 l underground tanks

The low-cost complete 
solution
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Code for sustainable homes : Rainwater harvesting can reduce water consumption by over 50%
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•   Water from tap like electricity from the 
socket 

•   The submersible suction pump with 
integrated pump control allows for 
maximum ease of use (pump switches 

tomatically)

 
Scope of supply
1   Lilo or Columbus  underground tank 

 
2  telescopic dome 

shaft
3   Child-proof PE cover with double walls
4   Filter basket for hanging in the tank or wall  

5   Combi-Tauch 1000 submersible pump  

6    Perfecta water connection box incl. 
2-way valve for standard hose coupling  

7   10 m rainwater supply pipe black-green

Garden-Comfort complete package
With tank covering for pedestrian loading

Simp iagram

Cristall 
Complete package

Garden-Comfort 1600 litres

Cristall 
Complete package

Garden-Comfort 2650 litres

Columbus Complete package
Garden-Comfort 6500 litres

Columbus Complete package
Garden-Comfort 4500 litres

Columbus Complete package
Garden-Comfort 3700 litres

Columbus Complete package*
Garden-Comfort 9000 litres Set

Can be combined w ration kit

*Kit consists of 2 Columbus 4500 l underground tanks

Our 
bestseller
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Lilo or Columbus

mounted

Complete package

Garden-Comfort 1500 litres
Lilo

Garden-Comfort 3000 litres
Garden-Comfort 5000 litres



House-Gravity complete package
With tank covering for pedestrian loading

B

•   The low-cost starter solution for rain -
water harvesting in the home (washing 
machine and toilet) and in the garden

•  High-quality pump technology

 
Scope of supply

  Columbus  underground tank
 Columbus telescopic dome shaft
  Child-proof PE cover with double walls
 Filter package with ter   

  Floating extraction setup (page 13) 
Removes the water just below the 
surface of the water at the point where 
it is cleanest

p iagram

 Complete package  

Complete package  

 Complete package  

Low-cost complete package 
with integrated self-cleaning 

S  technology
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or Lilo

10 metres of black/green hose

Loft tank with integrated mains top up
over�ow and mechanical ball valve AA air gap

Lilo gravity feed package 1500 litres

Lilo gravity feed package 3000 litres

Lilo gravity feed package 5000 litres

Telescopic dome shaft Car module cover



B

•   The Premium complete package in -
cludes the latest rainwater harvesting 
technology

•   You still only have to install 2 basic 
components – ideal for do-it-yourself 
installation!

 
Scope of supply
1   Columbus underground tank (page 9)
2   Columbus telescopic dome shaft
3   Child-proof PE cover with double 

walls
4  Filter package with ter  
 (page 11)
5   water intake module to automatically 

control your rainwater harvesting 
system  (page 13)

6   Floating extraction setup (page 13) 
Removes the water just below the 
surface of the water at the point 
where it is cleanest

7  10 m suction hose 1”
8   Wall duct DN 100 (page 13)

House-Premium complete package
With tank covering for pedestrian loading

Columbus Complete package  
House-Premium  3700 litres

Columbus Complete package  
House-Premium  4500 litres

Columbus Complete package
House-Premium  6500 litres

Simp iagram

Columbus Complete package*
House-Premium  9000 litres Set 
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*Kit consists of 2 Columbus 4500 l underground tanks

State-of-the-art technology
Still only 2 basic components
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GARANTIA®  Cristall underground tank
1600 and 2650 l

Car module
Class B125/DIN EN 124 (in combination with 
Cristall or Columbus telescopic dome shaft), 
consisting of cast cover with a Ø of 69 cm and cast 
frame with a Ø of 78 cm

•   Recommended for watering the garden
•    Easy to transport thanks to low weight  

of just 65 kg (size 1600 l)
•   Only one tank covering in the garden 

thanks to integrat ter technology
•   Pr ted lip seals for fast and safe  

assembly
•   Groundwater stable up to 50 cm above  

the tank base

Underground tank with a tank dome Ø of 60 cm and 1 DN 100 lip seal, including 
Cristall telescopic dome shaft which can be telescoped/shortened between 47 and 
95 cm, Ø of 60 cm with 3 DN 100 lip seals and child-proof PE cover with double walls, 
grass-green in colour

Cristall underground tank

Contents
[l]

Length l
[cm]

Width 
[cm]

Height h  
[cm]

Height h total
[cm]

Weight
[kg]

1600 210 105 112 122 65

2650 210 130 140 150 100
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The perfect tank covering
The standard Cristall or Columbus 
telescopic dome shaft can be telescoped 
and shortened in a continuously variable 
manner. The telescope can also be tilted 
by 5°. This enables you to adjust your 
tank covering to the  
ground surface with  
ease and pin-point  
precision.

W

ARRANTY

years’W

AR R A NT Y

15

For dimensions, see table

h h to
ta

l

74 cm

60 cm

l

10 cm

suitable for pedestrian loading

suitable for vehicle loading

8
Code for sustainable homes : For code 3 you must use less than 105 litres per person per day



Less digging. Fewer costs
Measurements/weights 1500 l 

450 US-Gal
3000 l 

800 US-Gal
5000 l 

1350 US-Gal

Length [l] 2100 mm (82,6“) 2450 mm (49,2“) 2890 mm (113,77“)

Width [w] 1250 mm (49,2“) 2100 mm (82,67“) 2300 mm (90,55“)

Height of tank shoulder [h] 700 mm (27,5“) 735 mm (28,9“) 950 mm (37,4“)

Height of dome collar [hd] 315 mm (12,4“) 315 mm (12,4“) 315 mm (12,4“)

Ø inlet [e] 650 mm (25,96“) 650 mm (25,96“) 650 mm (25,96“)

Ø tank dome [d] 800 mm (31,49“) 800 mm (31,49“) 800 mm (31,49“)

Weight approx. 80 kg 170 kg 240 kg

Pounds/IbS 176,36 374,77 529,1

Technical data

l

hd

b

h

e d

low tank weight make the work child‘s play. I was particularly 
impressed by the stability of the tank, the large tank dome and 

ticks all the boxes.“
Thomas Blum, landscape gardener

Integrated  lter technolo
gy

1500,3000,5000 and 7000 l



GARANTIA®  Columbus underground tank
3700 to 9000 l

Car module
Class B125/DIN EN 124 (in combination with 
Cristall or Columbus telescopic dome shaft), 
consisting of cast cover with a Ø of 69 cm and cast 
frame with a Ø of 78 cm

•   Recommended for rainwater harvesting 
in the home and in the garden

•   Only one tank covering in the garden 
thanks to integrat ter technology

•   Pr ted lip seals for fast and safe 
assembly

•   Groundwater stable up to 80 cm above 
the tank base

*Kit consists of 2 Columbus 4500 l underground tanks

Underground tank with a tank dome Ø of 60 cm and 2 openings with DN 100 seals, including  
Columbus telescopic dome shaft which can be telescoped/shortened between 22 and 70 cm,  
Ø of 60 cm and child-proof PE cover with double walls, grass-green in colour

Columbus underground tank

Contents
[l]

Length l
[cm]

Width 
[cm]

Height h  
[cm]

Height htotal
[cm]

Weight
[kg]

3700 244 165 158 195 140

4500 244 184 177 214 190

6500 268 202 192 229 260

9000 Set* see 4500 l tank

Can be 
tilted by 5°
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For dimensions, see table

h h to
ta

l

90 cm

60 cm

l

37 cm

W

ARRANTY

years’W

AR R A NT Y
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suitable for pedestrian loading

suitable for vehicle loading
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Code for sustainable homes : 1.5 points are available for a reduction in external water consumption



Herkules tank
Hammers down prices

Easy to transport

The tank is easy to transport and install by hand, as each half of the 
tank weighs approx. 30 kg. The two halves of the tank c t through 
standard-sized doors (80 cm).

Permanently sealed

The tank is permanently sealed 
thanks to its solid pr le seal (red 
section). Independent laboratory 

tests have 
proven 
that the 
seal will 
last far in 
excess of 
50 years.

Insert seal
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Rainwater storage tank
The Herkules tank can be used as an 
above-ground, underground and cellar 
tank. The tank can be assembled in a 
matter of minutes by putting the two 
half shells together. The volume can be 
increased by listing tanks together.

European Patent 0870877
US Patent 5878907

Technical data
Contents litres  1600  
Ø cm  135 
Height cm  160 
Weight kg  60

Preformed connections
2 x DN 70, 2 x DN 100 and 2 x DN 200 
suited to standard high-temperature / 
wastewater pipes.

Herkules tank
1600 l
Can be extended in any way.
Order no. 320001

Production monitored
certified design

0870877

Europa 

Patent 

W

ARRANTY

years’W

AR R ANT

Y
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Patented quick connection

Thanks to patented quick connectors, 
you can assemble the tank in just a 
few minutes. Can be disassembled. 

Design of 
connection 
and tank  
tested by TÜV.

Fit patented  
connection

Stackable The volume can be  
extended in any 
way

The Herkules tank is easy to assemble

The extension kit includes 2 easy to t special seals.  
These seals even remain secure during slight earth movements.
Extension kit DN 70 for Herkules-Tank ®  (hole cutter extra)   
Extension kit DN 100 for Herkules-Tank ®  (hole cutter extra)  

Connection into standard DN 70 and DN 100 drainage pipes
Hole cutter DN 70   
Hole cutter DN 100   
Access riser pipe DN 200 with telescopic hatch   
Support pipe for underground installation   
Intak oat (hose extra)  

Accessories Herkules-Tank ®

15

The modular solution



Herkules tank
Can be used in 3 ways!

As a cellar tank
You can also install the Herkules tank 
in your cellar. The two half shells of 
the tank c t through standard-sized 
doors of more than 80 cm.

Self-cleaning, low-maintenance  
do ter

De luxe do ter

With hose connection 2” size

With hose connection 1 1/4” size
Order no. 330041

Ov ow bend

Brass tap
With tank screw,  
connection 3/4” size

Do ter for 
outstanding water  
quality

Above-ground 
You can easily install the Herkules 
tank in your garden.

The convenient way of 
extracting rainwater in  
the garden

Underground 
Using the accessories, the 
Herkules tank can also be  
installed underground.  
The tank can be installed  
in groundwater up to the 
top of the tank.

...Accessories
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Above ground commercial solutions

Above ground accessories

Raincatcher rainwater
filter diverter with integral
filter basket

Raincatcher rainwater
management system with
mains top up.Heated.

Raincatcher rainwater
pressure pump with run
dry protection

Space saving 300 litres upright rainwater collection
Linkable with top opening for pump fitting

. Width 420mm, Depth 400mm, Height 2100mm

. Includes Aqua Quick tap and wind safety set

. Available in Dark green and sand beige

. 300 litres vertical water tank 

Horzontal Raincatcher rainwater harvesting solution

. Width 1500mm, Depth 500mm, Height 1000mm

. 3 outlet points to front and or sides, tap included

. Reinforcing bars and lockable lid

. Internal pump housing

. Linkable and bespoke packages available 

. Available in dark green and black

. 700 litres

Vertical commercial grade tanks, available in
designs to suit your needs

. 1 “ or 2” take off points

. UV stablilised polyethylene

. 2500 litres

. 5500 litres

. 9500 litres

. 20,000 litres

Code for sustainable homes : 0.5 points are available to reduce water run-o� from roofs



Our water butt packages

Wall mounter water butt
•

 

160 litres
Wall mounted•

 

Child safe design
Slim line space saving

•

 

12

•
Complete with wall �xings•

Round water butts

 

Square water butts Heavy duty water butt 
•

 

203,300 & 520 litres
With lid, tap and stand•

 

Full weather proof design
Robust and UV stable

•

 

•
Fully stackable •

•

 

210,310 & 510 litres
With lid, tap and stand•

 

Full weather proof design
Robust and UV stable

•

 

•
Fully stackable •

•

 

210,400 & 650 litres
With lid, tap and stand•

 

Full weather proof  robust design
Robust and UV stable

•

 

•
Fully stackable •

Speedy rain collector for �lling rainwater containers

No removal of the downpipe for the max. 50 m2 installation
Distance between downpipe and wall is irrelevant
Including �lter and over�ow function
Summer/winter operation



Raincatcher

Sprayguard

Sprayguard 100ml trigger spray
anti-algae, anti-microbial action
lasts up to 12 months

The Raincatcher filter is a dual rainwater harvesting filter diverter and stormwater management silt trap with many 
unique features, perfect for the UK market. Size 335(H) 285(w) 180mm(D) Weight 1kg 

� Comes as a complete boxed unit with filter diverter, interchangeable different basket filters with varying 
mesh sizes, hose tail connecter for either side take off from the unit, reinforced tank connector pipe and 
wall hammer plug fixings. 

� Can fit any downspout on the market up to 100mm square or round.. 
� Easily removable, easy clean filter basket. 
� Strong robust design, UV stable, fully weather proof. 
� Optional regulator valve to switch off in winter or reduce flow 
� Optional Sprayguard to coat the basket with an anti-algae, anti microbial agent lasting up to 12 months. 

� Automatic overflow to drain when the supply tank is full

In-line valve to regulate flow
or swith off the filter diverter
in winter times

Longer diverter pipe to extend
to above grount holding tanks

Spare basket filter or larger
sized filtration for extra leafy
areas of the country



ter technology

SUPRA external ter
Self-cleanin ter with stainless steel 

ter insert f ng in the ground in 
front of the tank. Height t of just 1 cm 
between the inlet and outlet (channel). 
Continuously variable installation depth 
of 48.5 – 97 cm thanks to telescopic 
dome shaf y me ration  
(Ø 0.35 mm), roof surface max 350 m 2, 
low-maintenance, suitable for pedestrian 
loading, grass-green in colour

Water yield of more than 95%
DN 100 connections

SUPRA internal ter
Self-cleanin ter with stainless steel 

ter insert for in-tank installation. 
Height t of just 8 cm between 
the inlet and outlet (ch y 
me ration (Ø 0.35 mm), roof 
surface max. 350 m2, low-maintenance, 
water yield of more than 95%, DN 100 
connections

ter with  
curved outlet

ter with  
straight outlet
Ideal for retr ng in existing  
systems – height t of just 1 cm 
between the inlet and outlet

Self-cleaning and 
water yield of 
more than 95% 

Inlet to 
tank

Inlet

Outlet to 
channel
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Underground tank ter package  
consisting of:
1   Self-cleaning ter with stain -

less steel ter insert, mesh width Ø 
0.35 mm; water yield of more than 
95% and height t of just 8 cm 
(Cristall ter package 1 cm), DN 100 
connections

2  Steady ow pot
3   Ov ow siphon with rodent guard
4   Patented quick-connection sleeve for 

pipe-to-pipe connection

Columbus ter package
Water yield of more than 95% 

Cristall ter package
Water yield of more than 95%

For hanging in tank dome. Finely  
me ration (Ø 0.35 mm), suited  
to rainwater harvesting in the home. 
Also ideal for retr ng existing 
systems. Crossbar can be adjusted 
between 57 and 69 cm.
Dimensions: Ø 41 cm, height 17.5 cm
Regular maintenance required.

Filter basket
100% water yield

Thoroughly removes contaminants 
from rainwater. With large removable 
sieve basket incl. liftin ture. Finely 
me ration (Ø 0.35 mm). Suited 
to use in the home or as a pr ter  
f ration systems. Roof 
surface m t 80 cm, can 
be reduced to 55 cm in stages of 12.5 cm.
Regular maintenance required.

Undergrou ter
100% water yield DN 100/DN 150 
connections

For ground-level installation in front of 
the system. Suitable for watering the 
garden or as a pr ter f ration 
or pond system.
Connection: DN 100
Dimensions: Ø 57 cm, height 33 cm
Regular maintenance required.

Filter pot
100% water yield
DN 100 connections

Filter technology

1

2

4

3
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